BEAU
FLOR

we decorate your floor

PRODUCT INFORMATION

Norm

Usage classification
Total thickness
Wear layer

Weight

Available roll widths

Standard roll length

TECHNICAL INFORMATION

Abrasion group
Dimensional stability
Curling

Light stability

Residual indentation

Impact sound improvement
Dynamic coefficient of friction
Slip resistance (ramp test with oil)
Reaction to fire

Underfloor heating

Thermal resistance

Thermal conductivity
Chemical resistance

Static electrical propensity
TVOC after 28 days

Cold welding

05
DOP: 450-TC0013-1

B..G. Floorcoverings NV
Riksweg 442, 8710 Wielsbeke
BELGIUM

NB: 0534
Resilent loor covering fo use.
within buiding

S

EN ISO 26986

ISO 10874 (EN 685)

EN ISO 24346 (EN 428)
EN ISO 24340 (EN 429)
EN ISO 23997 (EN 430)
EN ISO 24341 (EN 426)

EN ISO 24341 (EN 426)

EN 660-2

EN ISO 23999 (EN 434)
EN ISO 23999

ENISO 105 BO2

EN ISO 24343-1 (EN 433)

EN ISO 717/2

EN 13893

EN 16165:2021 - Annex B (DIN 51130)

EN 13501-1

EN 12667

ISO 8302

ISO 10456

ISO 26987 (EN 423)

EN 1815

ISO 16000 (EN 16516)

Werner Muller

For all environmental related information on this collection please check our EDS (environmental data sheet)
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21 Domestic moderate
1,90 mm

0,15 mm

1285 g/m?
2-3-4m*

+/-30m

=040 %

=8 mm

=26-7

=< 0,30 mm

A Lw 14 dB

> 0,60

R10

Bfl-s1

Suitable
0,0250 m2.K/W
0,080 W/(m.K)
Resistant
<2kV on concrete
<1000 pg/m?

Type A

TECHNICAL
DATA SHEET

required by the standard

* check availablity per individual reference
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